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2 4 5 6 8 9
ATEX, if 
existing

Length of the 
probe cable

E = Special version,
if existing

Output signal

Output function

Process connection, if existing

if existing

Diameter of the probe 

Housing material

Length of the analogue measuring area „M“ (in mm)

Probe length (in mm)

Analogue Measurement with 2 programmable Switching Points
Analogue Measurement

Limit Value Measurement and Number of Switching Points

KFI = Capacitive Filling Level Probe
KFW = Capacitive Filling Level Probe

Position 2
Value Measuring principle

Analogue with 2 programmable switching points

Analogue

52 2 Switching Points

Value Measuring principle

KFI counter electrode

KFW counter electrode

TYPE CODE PROBE

Example: Capacitive level probe for analogue measurement
KFI/KFW-   12   -   585   -   500  -GFK/VAa-  D16 -  TB80 -   G1   -  IL   -     4    -    ETF    -     E     - Z02   -  3G3D

Example: Capacitive level probe for analogue measurement
KFI/KFW-     1   -   500   -   370 -GFK/VAa-  D16 -  TB80   -  G1  -  UL  -    0    -    ETW   -     E    - Z02

Example: Capacitive level probe for limit value measurement
KFI/KFW-  52   -     500  -   370  -GFK/VAa-  D16 - TB80   -  G1   -                S   -    ETW   -     E     - Z02
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Value Probe length

Material Max. length

GFK 2000 mm

PTFE 2000 mm

PEEK 400 mm

PVDF 2000 mm

PVC 2000 mm

Position 5 housing material
Material Probe

GFK Fiberglass reinforced plastic Fiberglass reinforced plastic

Fiberglass reinforced plastic

Fiberglass reinforced plastic

Fiberglass reinforced plastic

Fiberglass reinforced plastic Aluminum

PEEK Polyetheretherketone

PTFE

Aluminum

PVC Polyvinylchloride Polyvinylchloride

PVDF

Position 4
Length of the analogue measuring area „M“ (in mm)

Position 6
Value Diameter of the 

probe 

Position 8
Value Process connection

No 
indication

No process connec-
tion

M20

W Angle

Value Temperature barrier

No 
indication

Without temperature 
barrier

50 mm

80 mm

TYPE CODE PROBE



Value

ETW Easy Teach by Wire

ETF Keypad

Value Length of the 
cable

Z0E Special version

Z02 2 m

Z05 5 m

Plug connection

Value Special version

No
indication

Standard version

E Special version

Value Output signal

0

4 4...20 mA

20 20...4 mA

S Normally open (NO)

Ö Normally closed (NC)

Position 9
Value Output function

Analogue voltage output

IL Analogue current output

No indication

Wert ATEX

With manufacturer declaration for ATEX zone 2 (gas) and 22 (Dust)

TYPE CODE PROBE


