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Made in Germany

KAS-40-A14-IL4-StEx, ATEX

# KA1621

Capacitive sensor - 40-IL-StEx

Serie 40  NAMUR / Analog

Technical Data:

All specifications are subject to change without notice.
.

Data sheet in English language

Product image:

Connection diagram:
3D drawing:

Change status:

Accessories (is delivered with the sensor) 2 nuts M 30 x 1,5
Accessories Signal evaluator (not included in delivery) Signal evaluator series N #N00023
ATEX certificate Dust DMT 03 ATEX E 048
ATEX certificate Gas DMT 03 ATEX E 048
ATEX marking Dust Ex II 1D Ex ia Ex IIIC T 101°C Da
ATEX product marking Gas Ex II 1G Ex ia Ex IIC T1-T6 Ga
Cable length 2 m
Connection PVC cable, 3 x 0.75 mm²
Degree of protection IEC 60529 IP 67 (with sealed potentiometer screw)
Electrical version 2 Wire DC
Housing size / Process connection M 30 x 1,5
IECEx Certificate Dust BVS 07.0031
IECEx Certificate Gas BVS 07.0031
IECEx product marking Dust Ex ia IIIC T101° Da
IECEx product marking Gas Ex ia IIC T1-T6 Ga
Linear range 0…12 mm
Load resistance (RL) ≤ 500 Ω
Material active surface PTFE (FDA 21 CFR 177.1550)
Material housing Brass
Material lid PC (FDA 21 CFR 177.1580)
Mounting Flush
MTTF (average operating time until failure in Years) 1060,35 
Norm EN 60947-5-6, EN 60947-5-7
Operating range 0…20 mm
Operating Voltage (UB) 15…35 V DC, Ui = 27 V DC
Output current active surface covered ≥ 20 mA
Output current active surface free ≤ 4 mA
Output function NAMUR / Analogue
Output signal 4 - 20 mA
Permitted ambient temperature -20…+70 °C
Permitted ATEX Zones 1G1D
Permitted residual ripple max. 5 %
Protective circuit Built-in
Self-capacitance (C) 89 nF
Self-inductance (L) 0,2 mH
Sensitivity adjustment Potentiometer
Torque 82 Nm
Type of construction A14
UL CSA certificate YES
WHG certificate (German Federal Water Act) On demand


