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EU-Baumusterpriifbescheinigu

Richtlinie 2014/34/EU des Europaischen Parlaments und des Rates vom

Nr. der EU-Baumusterpriifoescheinigung: BVS 09 ATEX E 087 X

Gerat: Trennschaltverstarker Typ N-132/*-***
Hersteller: Rechner Industrie-Elektronik GmbH
Anschrift: GauBstr. 6-10, 68623 Lampertheim, Deutschland

Die Bauart dieses Produktes sowie die verschiedenen zuldssigen Ausfuhrung
dieser Baumusterprifbescheinigung festgelegt. )

Die Zertifizierungsstelle der DEKRA Testing and Certification GmbH, b
Artikel 17 der Richtlinie 2014/34/EU des Europaischen Pa
26. Februar 2014, bescheinigt, dass das Produkt die
Sicherheitsanforderungen fir die Konzeption und den Bau
Verwendung in explosionsgefahrdeten Bereichen gema

Die Ergebnisse der Priifung sind in dem vertraulich

Diese Ausgabe der EU-Baumusterprifb
EU-Baumusterprifbescheinigung BVS 0

Die Einhaltung der Grundlegend
Beriicksichtigung von:

EN IEC 60079-0:2018
EN IEC 60079-7:201
EN 60079-11:201

EN IEC 60079-1

Falls das Zei

unter Punkt i g .
Betrieb* unt

Diese EU

Produkts/

Weitere 5\( /{6 /v
Produkts.

] (1)D [Ex i ia Da] , IC 7

DEKRA Testing and Cert|f|cat|on GmbH
Bochum, 10.01.2024
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Anlage zur
EU-Baumusterpriifbescheinigung

BVS 09 ATEX E 087 X Ausgabe 01

Beschreibung des Produktes ‘b
Gegenstand und Typ fﬁ
Trennschaltverstarker Typ N-132/*-*** .

Anstelle der *** werden in der vollstandigen Benennung Buchstaben, Zeichen u d‘Z'ff“‘ m
eingefiigt, die folgende Ausfiihrungen kennzeichnen. ‘ il

N-132/ /

Dl

Kanalanzahl ZWei 2

1 Power relay per Channel  Left
Electronic output

24V DC
Netzspannung 120/230 V

Beschreibung
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KenngroBen

Netzstromkreis

Nennspannung Un 24V DC (18 ... 31,2V DC)
Nennstrom In 50 mA
Max. Spannung Um AC 253 \Y
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15.3.1.2

156.3.2
16.3.2.1

15.3.2.2

156.3.3

15.3.4

Typ N-132/2-01
Klemmen 7 (L) — 9 (N)

Nennspannung Un
Nennstrom In
Max. Spannung Um

Nichteigensichere Ausgangssignale
Typ N-132/2-10 und Typ N-132/2-01
Ausgang 1: Klemmen 1, 2 und 3,
Ausgang 2: Klemmen 4, 5 und 6

Nennspannung Un
Max. Spannung Um
Nennstromstérke In

Typ N-132/2-E-10
Ausgang 1: Klemmen 1 - 2,
Ausgang 2: Klemmen 5 — 6

Nennspannung Un
Max. Spannung Um
Nennstromstarke In

Leitungsfehler-Stromkreise
Typ N-132/2-10 und Typ N-13
Schleife 1 Klemmen 8 — 9
Schleife 2 pac-Bus Ans

Nennspannung
Max. Spannung
Nennstromstar|

Eigensicher
Eingang 1:
Eingang 7

Maxnmal
MaX|ma
Maxnm
Linea

ergeben sich die folgen der

Maximale Ausgangsspannung Z
Maximaler Ausgangsstrom
Maximale Ausgangsleistung
Lineare Ausgangskennlinie

QLS

120/230 V AC (96 .
13

AC

AC/DC
AC
DC 2 bzw. AQ %

1 (Klemmen 10 — 14
erenden Stromkreis:

DC 9,6 \Y
20 mA
48 mwW
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15.3.5

16

17

171

17.2

18

19

Die Werte fiir die max. auBeren Kapazitaten Co und Induktivitaten Lo sih"‘d:__.der folgenden Ta

entnehmen: \
1B IIC \
Lo 340 mH 90 mH %
Co 26 uF 3,6 uF '
Umgebungstemperaturbereich Ta 20 7 bis +70
Priifprotokoll I

BVS PP 09.2099 EU, Stand 10.01.2024
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Translation
EU-Type Examination Certifica

Directive 2014/34/EU of the European Parliament and of the Council of 26

EU-Type Examination Certificate Number: BVS 09 ATEX E 087 X

Equipment: Isolating switching amplifier type N-132/*-***
Manufacturer: Rechner Industrie-Elektronik GmbH
Address: GauBstr. 6-10, 68623 Lampertheim, Germany

This product and any acceptable variations thereto are specified in the appe
the documents referred to therein.

DEKRA Testing and Certification GmbH, Notified Body number 0158 in

adCCO
Directive 2014/34/EU of the European Parliament and of the Co ,,'mg////;//, / eb
that this product has been found to comply with the Esse :, g iy -' ;

to the design and construction of products intended for use .6 srtially ki
in Annex Il to the Directive. // //‘//:"/ /
The examination and test results are recorded-ir‘the_eonfideritial Report Ne
This issue of the EU-Type Examin i
Examination Certificate BVS 09 ATEXE-087 Xinc % et

Compliance with the Essential’Hea c/t'//o/‘,//'
EN IEC 60079-0:2018 /e,-/.,: alrequiremer
EN IEC 60079-7:2015 + A1:2018 Trncreased Safety “e

EN 60079-11:2012 / N /\’ft’;;,;
e

S

EN 60079-15:201¢
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DEKRA Testing and Cerification =
Bochum, 2024-01-10 -

Signed: Oliver Brumm

Managing Director
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14

15

15.1

15.2

15.3

15.3.1
15.3.1.1

Appendix
EU-Type Examination Certificate

BVS 09 ATEX E 087 X issue 01

Product description
Subject and type

Subject and Type

Isolating Switching Amplifier type N-132/*-***

characterize the following modifications:

No. of channels  two
1 Power relay per Channel
Output Electronic output /
Power suppl i
OWersupPY  420/230 Vv
Description

Reasons for the su

e Assessme
e The 1-ch
e  Modific
e Thep
° Upd

/;
Descrlp of/
The isol t;
EN 6007 ,~
safe outp

Parameters

Power supply circuit 74
Types N-132/2-10 and N- 132/2 7 10

terminals 7 (L+), 9 (L) and pac- bus ¢ connector VO0771 V007/2

Nominal voltage : Un 24V DC (18 ... 31.2 V DC)
Nominal current In 50 mA
Maximum voltage Um AC 253 Vv
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16.3.1.2

15.3.2
156.3.2.1

156.3.2.2

156.3.3

15.3.4.

156.3.5.

Types N-132/2-01
terminals 7 (L), 9 (N)

Nominal voltage Un 120/230 V
Nominal current In
Maximum voltage Um

Non-intrinsically safe output signals

Types N-132/2-10, N-132/2-01 and N-132/1(2)-01
Output 1: terminals 1, 2 and 3
Output 2: terminals 4, 5 and 6

Nominal voltage Un
Maximum voltage Um
Nominal current In

Type N-132/2-E-10
Output 1: terminals 1 and 2
Output 2: terminals 5 and 6

Nominal voltage Un
Maximum voltage Um
Nominal current

Line fault monitoring circuits

Types N-132/2-10 and N-132/2-E-1
Loop 1 terminals 8 and 9,

Loop 2 pac-bus connector V!

Nominal voltage
Maximum voltage
Nominal current

Intrinsically sa

Types N-13 <
Input 1: ter Z
Input 2: te

Maximu
Maximu
Maximur
Linear;b” f /
The vawé’é;c 1 é/
=
T000kH

T
/

// /
f

|

If both input
values apply

Maximum output
Maximum output cu
Maximum output powe

Linear output characteristic

The maximum values for the external E:a{:iacitance and inductance are shown in the table below:

11B IcC
Lo 340 mH 90 mH
Co 26 uF 3.6 uF
Ambient temperature range Ta -20 °C up to +70 °C
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16 Report Number )
BVS PP 09.2099 EU, as of 2024-01-10 :

17 Specific Conditions of Use
171 For installation of the isolating switching amplifier type N-132/2-E-10 in areas, w

is required, these modules shall be mounted inside an enclosure which is in acc
IP54 according EN IEC 60079-0.

17.2 For installation in areas, where EPL Gc is required, the equipment shall only be'used i
area of at least pollution degree 2 or better, as defined in EN 60664-1. g

18 Essential Health and Safety Requirements

Met by compliance with the requirements mentioned in item 9.

19 Remarks and additional information

Drawings and documents are listed in the confidentiatfepon

We confirm the correctness of the translation-fromthelGefman’e :
In the case of arbitration only the MMW A
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